








Electrical Installation Instructions

Figure 5 - Wiring Diagram Models: TSG-7 and TSG-10

D D o siv

208-240VAC
Supply Connection

@@ [
DD fap "

STEAMIST, INC.

@) RTD E 413 assemBLY NO. 007-3428 O @)
9 RH1_L1 RH1_L2
E: o o
J10 3 > EI I_ _I I -
— TesTR 2 X
L i
COM @ 9 %
FAIL N
2 oy F3 RH2_L1 RH2_L2)
o 1 T
SYS I g T
FAIL =
U5 St g I L JEARTH
H20 HI SEN | RH3_L1 RH3_L2) J7.
J1
— 6 FILLT | |g \_I 2
H20LO SEN | K B .
x — - EARTH
SW2  OPTIONS J11 F1 F2 JBI
- . = "=m
O DRAIT\’I DRAIN; O 0.5A 250VAC 0.5A 250VAC O

Water
Water Optional Level
Solenoid Auto Drain T} Probe

Valve Valve |
N A A A A AN AN A AN

See Figure 3 for S1 DIP Switch settings
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™ - 90°C copper wire is required for
SpeC|f|cat|on Chart generator connection. Installation

Model Max. Cu. Ft. Breaker . . .
shall be in accordance with appli-
No. ForAreaUpTo | Kw | VoIt Phase Amps Size cable oloctrioal codos PP
TSG-7 250 7.5 240 1 31 40
208 1 36 50
TSG-10 450 10 240 1 42 50
208 1 48 60
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